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ULL-20002

Laluna 3 Indirect Post Top

MAN

LIGHTING USA

UTR-31712

Triangle 9 Surface

TECHNOLOGY

MAN

it LIGHTING USA

48w COB
2270 Lumens

IP65

Suitable for wet locations

1KO8

Impact Resistant [Vandal Resistant]

EPA - 2.26

Weight - 38.5 |bs

Aluminum

Less than 0.1% copper content - Marine
Grade 6060 extruded & LM6& Aluminum High
Pressure die casting provides excellent
mechanical strength , clean detailed product
lines and excellent heat dissipation.

Pre pai

8 step degrease and phosphate process that
includes deoxidizing and etching as well as a
zinc and nickel phosphate process before

Indirect adjustable reflector post top.

Perfect soft-edged ambient lighting and wide
distributions delivered from a graceful contem-
porary structure.

A modern post top luminaire with adjustable for
downward symmetrical light distribution and
asymmetrical light distribution. High performance
COB LED light engine. The precision optical system
gives very low glare rating, while reducing light
pollution. Designed for lighting entrances,

Aluminum

Less than 0.1% copper content - Marine
Grade 6060 extruded & LM6 Aluminum High
Pressure die casting provides excellent
mechanical strength , clean detailed product
lines and excellent heat dissipation.

8 step degrease and phosphate process that
includes deoxidizing and etching as well as a
zinc and nickel phosphate process before

Triangular surface wall-mounted family.
High-protection, stealth-like and angular range
aesthetic, encasing a wide variety of technical
optic options.

A triangular shaped wall mounted luminaire with a
selection of light distributions and LED wattages.
The Triangle is unique as it is available with Type
ILIII & IV light distribution options that facilitates
wider spacing and even light distribution between

WDGEZ2 LED

Architectural Wall Sconce

o

pided L the light fixtures. This provides higher energy D2
roduct painting. roduct painting. £ H R
¥ sl footpaths, parking lots and town centers. S LED E5a7 L itrans * RS saving and reduced installation costs. Specifications '
i Color temperatures 2700K, 3000K, 3500K and itable E . - Depth (D1): 7
Provided with special injection molded “fit for  4000K, LED CRI >80. IP€5 + Suitable For Wet Locations Provided with special injection molded “fit for The Triangle can be manufactured using different .
purpose” long life high temperature memory IKO8 » Impact Resistant (Vandal Resistant) purpose” long life high temperature memory type beam distributions within the fixture to Depth (D2): 1.5
retentive silicon gaskets. Maintains the . ez ; retentive silicon gaskets. Maintains the . s R i ; s ahi: " H
@ POLE NOT INCLUDED gaskets exact profile and seal over years of White coated aluminium reflector on the top of Weight 44.3 |bs gaskets exact profile and seal over years of provide specific custom distributions e.g using type Height: 9
s use and compression. luminaire. Low copper content die-cast aluminium use and compression. II and type IV optics inside the same luminaire. Width: 115"
- housing with high corrosion resistance. Stainless Integral electronic control gear. Weight: —_
% s r i % u s . . 1
393 LM6 Aluminum is used for its excellent steel fasteners in grade 316. Durable silicone . LM Aluminum Is used for its excellent Thls wall mounted Iumln_alre corr}ple:ments _the (without options) ! |
— mechanical strength and thermal dissipation !’Ubber gaSK‘Et and ':Ie?r tOUgheneq glass. HGU_Smg mechanical strength and thermal dissipation  17iangle area and streetlight luminaire family. N w B N D1 -
/ properties in low and high ambient is treated with a chemical chromatized protection properties in low and high ambient
/ \ temperatures. The superior thermal heat before powder coating, ensuring high corrosion temperatures. The superior thermal heat All Ligman fixtures can be manufactured using a
| o o) sink design by Ligman used in conjunction resistance. sink design by Ligman used in conjunction special pre-treatment and coating process that

with the driver, controls thermals below
critical temperature range to ensure
maximum luminous flux output, as well as

with the driver, controls thermals below
critical temperature range to ensure
maximum luminous flux output, as well as

ensures the fixture can be installed in natatoriums
as well as environments with high concentrations

Catalog
Number

Notes

Type

Introduction

The WDGE LED family is designed to meet
specifier's every wall-mounted lighting need in

a widely accepted shape that blends with any
architecture. The clean rectilinear design comes
in four sizes with lumen packages ranging from
1,200 to 25,000 lumens, providing a true site-wide
solution. Embedded with nLight® AIR wireless
controls, the WDGE family provides additional
energy savings and code compliance.

WDGE2 delivers up to 6,000 lumens with a soft,
non-pixelated light source, creating a visually
comtfortable environment. When combined with
multiple integrated emergency battery backup
options, including an 18W cold temperature
option, the WDGEZ2 becomes the ideal wall-
mounted lighting solution for pedestrian scale
applications in any environment.

WDGE LED Family Overview

providing long LED service life and ensuring
less than 10% lumen depreciation at 50,000

GD'_.}E:'BCI: hours. Additional Options (Consult Factory For Pricing)

of chlorine or salt and still maintain the 5 year

//_ providing long LED service life and ensuring
=4 warranty. For this natatorium rated process please

N less than 10% lumen depreciation at 50,000

Date: Customer:

Project:

Type:

Lanova LED Catenary

i 1}

Qty:

—
e

selux

f o L
T hours. : s ; : : !
i s = r ression = T ] rge Suppressi " - . :
. Standard 10kv surge suppressor provided A b l Standard 10kv surge suppressor provided Additional Options (Consult Factory For Pricing) WDGET LED 2,000 - - - -
~/ ith all fixtures. - = ith all fixtures.
o TR Rl 24 RS e WDGE2 LED 10w 18W Standalone / nlight 1,200 2,000 3,000 4,500 6,000 .
BUG Rating ' BUG Rating WDGE3 LED 15W 18W Standalone / nLight 7,500 8,500 10,000 12,000 - -
: Bl Mounting Detail Bl=tl=6l ;
Reflector Detail o WDGE4 LED & = Standalone / nlight 12,000 16,000 18,000 20,000 22,000 25,000
5.5" Diameter Pole Recommended Einishing - Einishin

All Ligman products go through an extensive
finishing process that includes fettling to
ﬁ improve paint adherence.

All Ligman products go through an extensive
finishing process that includes fettling to
improve paint adherence.

A20691
Root Mount Kit

S5AM
Small Adjustabie Arm

Paint
UV Stabilized 4.9Mil thick powder coat paint
and baked at 200 Deg C.

Paint
UV Stabilized 4.9Mil thick powder coat paint
and baked at 200 Deg C.

Q5

EXAMPLE: WDGE?2 LED P3 40K 80CRI VF MVOLT SRM DDBXD

Ll This process ensures that Ligman products TECHNOLGOGY This process ensures that Ligman products WDGE2 LED P! PIsW 27K 2700K 80CRI VF Visual camfort MVOLT Shippedincluded Shipped separately
— i i ! - : i i . 3 forward theow f na : sciek Architechtr
;deﬂIE:it::edi:?::Pate;r\ilrgﬂmem Ligman's micro Variable Optical System provides the ability ;Z?eﬁlggitjg:'i:anrjgte;\::jr;r;mems P P2SW 30K 3000K I ; Uy’ SRM  Sufacemounting + AWS  3/8inch Architecuralwall spacer
) to interchange, mix & rotate optics to provide specific light : p3! ] 35K 3500K W m‘g' comfort 480° bracket . BBW  Surface-mounted back box
Hard distributions for optimized spacing and uniformity. Farshaa 1 Door with small windaw 4000 : ICW  Indirect Canopy/Ceiling Premium :
Provided Hardware is Marine grade 316 e y Provided Hardware is Marine grade 316 : ) e m%mm 5 22: ﬁgggh Y ek (1l | e \L[;Fr:]:g{r; :It']'r:?[[;:d“ﬁﬁ'l\'%?ﬁa(k bﬂ"
- 1 \ ! 7 , lett, rig bes
Laluna Product Fam”y Stainless steel. 3 _@_ @_ @T Stainlass steal. 9 ;;g“ﬂ'}‘;;;mﬁ‘;ﬁs = : damp locations only)
W= ==y il
y /7 Tapped holes are infused with a special anti Tapped holes are infused with a special anti
[ seize compound designed to prevent seizure seize compound designed to prevent seizure _
of threaded connections, due to electrolysis of threaded connections, due to electrolysis -
ffC"T‘ heat, corrosive atmospheres and frﬂf}"l heat, corrosive atmospheres and E4WH Emergency battery backup, CEC compliant {4W, 0°Cmin) Standalone Sensors/Controls (only available with P15W PISW & P35 DDBXD Dark bronze
molsture. molsture. EYOWH  Emergency battery backup, CECcompliant (10W, 5°Crmin) PIR Bi-level (100/35%) motion sensor for 8-15" mounting heights. Intended for use on DBLXD Black
| I E20WC  Emergency battery backup, CECcompliant (18W, -20°Cmin) | switched circuits with external dusk to dawn switching, DNAXD Natural aluminum
i i i i i i i i i | Ty | PIRH Bi-level (100/35%) mation sensor for 15-30" mounting heights. Intended for use on
Erovlded with tempered, impact re5|stant Provided with tempered. impact _reSIStant PE Photocell. Blurmn ype . . . switched circits with extemal sk to dawn switching DWHXD White
rystal clear low iron glass ensuring no green crystal clear low iron glass ensuring no green DS’ Dual switching (comeswith 2 drivers and 2 light engines; | 2 il DSSXD Sandstore
glass tinge. The variable optic system allows for the designer to create  glass tinge. see page 3 for details) | PIRTFG3V Bi-tevel (100/35%] motion sensor for 8-15' mounting heights with photocell pre- DOBTXD  Toxtured dark bronzs
hybrid distributions for precise lighting requirements. DMG!  0-10V dirring wites pulled outside fixture (fr use ith | programmed for dusk to dawn operation. :
Optics & LED Optics & LED aiestel oitrol, oxderedsesatehy ' | PIRHIFGV  Bi-level (100/35%) motion sensor for 15-30' maunting heights with photocell pe- DBLEXD  Testured black
Precise optic design provides exceptional Precise optic design provides exceptional o - : J | programmed for dusk to dawn operation. DNATXD Textured natural aluminum
: p gn provides exceptiona . P i ot iy BCE B duit entry f back bo (PBBW). Total |
light control and precise distribution of light. light control and precise distribution of light. of’;‘f:[';”gmz'}f“'” SRR DA a0 LAl | Networked Sensors/Controls (olyauable i P1SW, P\ & P35 DWHGKD  Tewtured white
LED CRI > 80 LED CRI >80 NLTAIRZPIR  nLightAIR Wireless enabled bi-level motion/ambient sensor for 8-15"mounting heights. DSSTXD Textured sandlstone
Lumen - Maintenance Life Lumen - Maintenance Life NLTAIRZ PIRH  nLightAIR Wireless enabled bi-level motion/ambient sensor for 15-30°'mounting heights.
LB0 /B10 at 50,000 hours (This means that at LB0 /B10 at 50,000 hours (This means that at L See page 4 for out of box functionatity
least 90% of the LED still achieve 80% of their least 90% of the LED still achieve 80% of their i
original flux) original flux)
' LITAONILA COMMERCIAL OUTDOOR One Lithonia Way * Conyers, Georgia 30012 » Phone: 1-800-705-5ERV (7378) WDGE2 LED
LIGHTING @ 2019-2020 Acuity Brands Lighting, Inc. All rights reserved. Rev. 04/15/20
TYPE | & TYPE IV
Ligman Lighting LSA the right to chang Hications withaul price Factary for latest i Due to the continual inLED data and may chang Ligman Lighting LSA the right to chang Hications withaul price Factary for latest i ion, Due to the continual inLED data and may chang

A: LIGMAN LALUNA 13' POST TOP
FIXTURE DARK SKY
LL-20002-W30

B: LIGMAN TRIANGLE WALL-MOUNT
FIXTURE
UTR-31712-W30

FIXTURE

TRIANGLE
California, USA

WDGE LED

Architectural Wall Luminaire
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C: LITHONIA WEDGE2 WALL-MOUNT

WDGE2 LED P2SW 35K 90CRI VW

Order Code:
LALC Series LALC
Lanova LED eatenary
Optics R1 R2 R3 R3W R4 R5S R5R R5GQ DB
Type | Type Il Type Type Il Type IV Type V Type V Type V Diffuse Bow
Wide Square Round Rectangular
Cylinder CL FL' CcT ' DB optics anly
Clear long /1 Frosted Clear
Lang Tapered
Cylinder
Light Engine 5G150% 5G250* 5G350 5G450 2 Not Auallable with DM, HL3D, or HLS0
13181m, 15W Z193Im, 24W 30701m, 33w 3048im, 42W * Based on R2 distribution and 3000K CCT
Power Cord . ¢ 3 Specify in 1" increments (05-30)
Length
cCcT 30 40 * For other CCT please cansult foctary
3000K 4000K
Finish WH BK BL BZ sV SP
White Black Sami-Matte Bronze Silver Specify Prermiurm Color
Black
Voltage 120 208 240 277 34745 48045 * Not available with HL30 or HL50
5 Requines stepdown transformer, 80 He only
Options DM HL30%?  HL5047  HS® 40, and 377V Only
Dimming Hi-Lo Hi-Lax ﬁuu.:he Side vallabla with DM aption
(D-10V) Switching 5 hing Shield M
50-100% 50-100% Type | I, 1L, ored IV anly
Product Modifications Approvals
Pleaze fist madification requirerments far review by factory
NRIL 3 W% |P&S
T T | o .
Date:
Selux Corporation ® 2020, T 845-834-1400, 800-735-8927, F 845-834-1401, www.selux.us Page 1 of 6
In @ cantinuing effort to offer the best product possible, we reserve the right to change, without notice, specifications or materials that in our apinion will not (Rev. 09/2020)
alter the function of the product. Specification sheets found ot www.selux.us are the most recent versions and supercede all ather printed or electronic versions. LALC ss.v4.4

D: SELUX LANOVA LIGHTING
LALC-R5R-CL-5G150
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& Associates

Civil Engineering
Land Planning
Land Surveying

VAN METER
WILLIAMS

LLP
Landscape Architecture + Design PnllAcK.






